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Every reasonable effort has been made to assure the accuracy of this
map. However, neither the SanGIS participants nor San Diego Data
Processing Corporation assume any liability arising from its use.

This map contains info from the San Diego Association of
Governments (SANDAG) Regional Information System. This map
cannot be reproduced without the written permission of SANDAG

THIS MAP IS PROVIDED WITHOUT WARRANTY OF ANY KIND,
EITHER EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED
TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND
FITNESS FOR A PARTICULAR PUPOSE.

This map contains information which has been reproduced
with permission granted by Thomas Brothers Map Company

PROPRIETARY INFORMATION: The use of this
information is pursuant to sublicense agreement only.
Any resale or relicensing of this information is prohibited,
except in accordance with such sublicensing agreements.

Storm Drain System 
Infrastructure Needs

Legend
CMP Failures (64 count)
Channel Failures (5 count)
Deteriorated Systems (23 count)
Flooding (sub-standard systems) (84 count)
Slope Erosions (13 count)
Storm  Pump Stations (14 count)
CMP Pipe (37 miles)
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8Undersized Pipes < 12" (35 miles)
8 Council Districts
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